The Cast-In Drain Device is an economical solution for firestopping of shower and floor drain penetrations in concrete floors. The Cast-in Drain Device combines with 2 in trade size PVC drain bodies and installs prior to concrete pour, eliminating the need for firestopping penetrations from below.

**Features & Benefits**
- For use with 2 in Trade Size PVC Pipe Systems
- Compatible with solvent welding and glue
- Tested in minimum 4-1/2 in thick concrete floors
- Designed for PVC Shower and Floor Drains
- Meets ASTM D2665
- Made from NSF Approved Material

**ORDERING INFORMATION**

<table>
<thead>
<tr>
<th>Catalog Number</th>
<th>UPC Number</th>
<th>Description</th>
<th>(UOM) Qty.</th>
<th>Case Qty.</th>
<th>Weight (Each)</th>
</tr>
</thead>
<tbody>
<tr>
<td>CD201FD</td>
<td>73057342435</td>
<td>2 in (51 mm) Trade Size Floor Drain Device</td>
<td>1</td>
<td>12</td>
<td>3.62 lb (1.64 kg)</td>
</tr>
</tbody>
</table>

**TEST STANDARDS:** ASTM E814 (UL 1479), CAN/ULC-S115, W Rating Class I, ASTM G21, ASTM D2665

[Click here to learn more about](stifirestop.com)