SpecSeal® LCI Firestop Sealant is a water-based intumescent sealant intended for a wide range of penetration and construction joint applications. LCI Sealant has excellent caulking properties making it easy to apply in vertical applications as well as overhead.

**Features & Benefits**
- Gun Grade material available in caulk tubes, sausages and pails
- Tested for use in penetration and construction joint configurations
- Paintable
- Used in over 500 UL® Certified Systems

### ORDERING INFORMATION

<table>
<thead>
<tr>
<th>Catalog Number</th>
<th>UPC Number</th>
<th>Description</th>
<th>(UOM) Qty.</th>
<th>Case Qty.</th>
<th>Weight (Each)</th>
</tr>
</thead>
<tbody>
<tr>
<td>LCI300</td>
<td>730573011706</td>
<td>SpecSeal® Series LCI Intumescent Sealant 10.1 oz Tube</td>
<td>1</td>
<td>12</td>
<td>1.05 lbs (0.48 kg) 18.2 Cu In (300 ml)</td>
</tr>
<tr>
<td>LCI305</td>
<td>730573011751</td>
<td>SpecSeal® Series LCI Intumescent Sealant 5 Gallon Pail</td>
<td>1</td>
<td>1</td>
<td>61.39 lbs (27.84 kg) 1,155 Cu In (19.0 L)</td>
</tr>
<tr>
<td>LCI320</td>
<td>730573011720</td>
<td>SpecSeal® Series LCI Intumescent Sealant 20 oz Sausage</td>
<td>1</td>
<td>12</td>
<td>1.9628 lbs (0.89 kg) 36 Cu in (592 ml)</td>
</tr>
<tr>
<td>LCI329</td>
<td>730573011799</td>
<td>SpecSeal® Series LCI Intumescent Sealant 29 oz Quart Tube</td>
<td>1</td>
<td>12</td>
<td>2.94 lbs (1.33 kg) 52 Cu in (858 ml)</td>
</tr>
</tbody>
</table>

**TEST STANDARDS:** ASTM E814 (UL 1479), ASTM E1966 (UL 2079), CAN/ULC-S115, ASTM E84 (UL 723), ASTM C834, ASTM E90

---

Specified Technologies Inc.  
1-800-992-1180  
stifirestop.com

Click here to learn more about SpecSeal® LCI

---

STI MEMBER

---

Intumescent Firestop Sealant