SpecSeal® Ready® Split Sleeve kits are a complete solution for retrofitting existing cables in fire-rated walls. Each kit includes two preformed steel sleeve halves, steel mounting plates, intumescent gaskets, SpecSeal® SSP Putty, and wall labels. The sleeve has a rolled lip to prevent cable chafing.

**Features & Benefits**

- Available in three sizes: 1 in (25 mm), 2 in (51 mm), & 4 in (102 mm) diameter
- Rolled lip prevents cable chafing
- Sized for assemblies up to 10 in (254 mm) thick
- Intumescent gaskets provide superior protection compared to competitive products

### ORDERING INFORMATION

<table>
<thead>
<tr>
<th>Catalog Number</th>
<th>UPC Number</th>
<th>Size</th>
<th>(UOM) Qty.</th>
<th>Case Qty.</th>
<th>Weight (Each)</th>
</tr>
</thead>
<tbody>
<tr>
<td>FSR100</td>
<td>730573210000</td>
<td>1” (25 mm) split sleeve (includes escutcheon plates, gaskets, and putty)</td>
<td>1</td>
<td>4</td>
<td>1.43 lbs (0.65 kg)</td>
</tr>
<tr>
<td>FSR200</td>
<td>730573220009</td>
<td>2” (51 mm) split sleeve (includes escutcheon plates, gaskets, and putty)</td>
<td>1</td>
<td>4</td>
<td>2.87 lbs (1.30 kg)</td>
</tr>
<tr>
<td>FSR400</td>
<td>730573240007</td>
<td>4” (102 mm) split sleeve (includes escutcheon plates, gaskets, and putty)</td>
<td>1</td>
<td>4</td>
<td>7.47 lbs (3.39 kg)</td>
</tr>
</tbody>
</table>

**TEST STANDARDS:** ASTM E814 (UL 1479), CAN/ULC-S115

---

Specified Technologies Inc.  
1-800-992-1180  
stifirestop.com  
Click here to learn more about SpecSeal® Ready Sleeve

---

ZSTI3545 01320